
TJERNLUND PRODUCTS, INC. PRESSURE SWITCH CROSS REFERENCE 08/05

Tjernlund 
Part# Pressure Switch Desc. Vendor / # Vendor / # Models Used In

Tjernlund Replacement Kit 
#

8804000 AIR,NAD,NO,300VA,-0.40BOF HONEYWELL SS2 950-0016
FS4593-2536 SS2G  (DISCONTINUED) External junction box mount prior to 7/02

8804001 AIR,ADJ,DT,300VA,0.05-12.0 HONEYWELL CLEVELAND PSA-1 / PS1301 / PS2501 950-8470
(8980006 old#) AP5014-46 AFS-222-226
8804002 AIR,NAD,NO,300VA,+0.05MOR HONEYWELL CLEVELAND PS1503
(8990200 old#) FP5058-31-51 DFS-221-227
8804003 AIR,NAD,NO,300VA,+0.05MOR HONEYWELL CLEVELAND D-3C / DJ-3C / PS1505
(8990300 old#) FP5069-47 DFS-221-228
8804004 AIR,NAD,NO,125VA,-0.20BOF HONEYWELL 950-9000 / SU230 AOS SIDEWINDER 950-0520
(8990400 old#) FS6091-334
8804005 AIR,NAD,NO,125VA,-0.40BOF HONEYWELL CLEVELAND HSUL-J,1,2 / HST-J,1,2 950-1030*
(8990405 old#) FS6092-390 RSS-495-353 HS115-J,1,2 / GPAK-J, 1 SERIES 950-1031**

ENDURA 950-9008 / 194490-000 AOS Venter* *Includes sensing tube for J / 1 Series
ES2009-0036 **Includes sensing tube for 2 Series

8804006 AIR,NAD,NO,125VA,-0.70BOF HONEYWELL ENDURA RH210-3 & 5 950-1023
(8990406 old#) FS6092-1688 8804006
8804007 GAS,NAD,NO,125VA,+0.29MOR HONEYWELL RH200-1 950-1024
(8990407 old#) GFP6028A
8804008 AIR,NAD,DT,125VA,-0.33BOF HONEYWELL 950-1034
(8990410 old#) FS6488-775
8804009 GAS,NAD,NO,125VA,+0.33MOR HONEYWELL TJERNLUND VP-2 & 3 / WHK-2 / WHKE 950-2080
(8990415 old#) GFP6128 GS3350 AQ1/CE200 950-2081*

AQ2/CE201 (DISCONTINUED) *AQ1 or AQ2 models must order          
950-2081 Replacement Switch

8804010 AIR,NAD,NO,125VA,-1.05BOF HONEYWELL CLEVELAND HS-3 / HS4VM / LC215 / TL215 950-1032*
(8990421 old#) FS6651-1482 RSS-495-357 *HS-3 Models prior to 1992 with sensing elbow 

near positive discharge of housing must order 
PS1301 positive pressure switch.

8804011 AIR,NAD,NO,125VA,-1.30BOF HONEYWELL CLEVELAND HS-4 950-1007
(8990425 old#) FS6651-1251 RSS-495-358 HS-5 
8804012 AIR,NAD,NO,125VA,-0.40BOF HONEYWELL CLEVELAND PAI-3 950-0476
(8990460 old#) FS6124A-2027 RSS495-359
8804013 AIR,NAD,NO,125VA,-0.85BOF HONEYWELL CLEVELAND PAI-4 950-0474
(8990461 old#) FS6124A-2028 RSS-495-360
8804014 AIR,NAD,NO,300VA,-0.05MOR HONEYWELL SS1 / 950-0670 SS1 PLENUM 950-0650
(8990500 old#) FP5211
8804015 GAS,NAD,NO,300VA,+.17MOR HONEYWELL TJERNLUND WHK-I 950-0501
(8990510 old#) GFP4143-112 GS2351
8804016 AIR,NAD,NO,300VA,-0.04MOR HONEYWELL SS1C / 950-0770 SS1C PLENUM 950-0750
(8990505 old#) FP5229 SS1R 
8804017 AIR,NAD,NO,125VA,-0.40BOF HONEYWELL SS2G (DISCONTINUED) 950-0016

FS6227A-2528 External junction box mount prior to 7/02

8804018 AIR,NAD,NO,300VA,-0.04BOF HONEYWELL SS1W (DISCONTINUED) 950-0007
FS5263-2640

8804019 AIR,NAD,NO,125VA,-1.17BOF HONEYWELL CLEVELAND PAI-5 & 6 950-0472
FS6124A-2892 RSS-495-361

8804020 AIR,NAD,NO,125VA,-1.35BOF HONEYWELL CLEVELAND PAI-7 950-0471
FS6124A-2893 RSS-495-362

8804021 AIR,NAD,NO,125VA,-0.20BOF HONEYWELL CLEVELAND GPAK1T-AO  950-0025*
FS6092-2986 ES2009-0038 GPAK2T-AO 950-0027**

ENDURA 950-9006 / 193933-000 AOS Venter* *GPAK-1TAO Prover
ES2009-0038 950-9007 / 193933-001 AOS Venter** **GPAK-2TAO Prover

8804024 AIR,NAD,NO,125VA,-0.40BOF,PL HONEYWELL SS2 950-0029
IS20040051N5077 950-0032 SS2 Venter Assembly Internal junction box mount since 7/02

8804025 AIR,NAD,NO,.125VA,-1.05BOF HONEYWELL CLEVELAND HS3 950-1032*
FS6900-4039 RSS-495-364 *HS-3 Models prior to 1992 with sensing elbow 

near positive discharge of housing must order 
PS1301 positive pressure switch.

8804026 AIR,NAD,NO,.125VA,-1.20BOF HONEYWELL CLEVELAND HS4 & 5 950-1007
FS6900-4040 RSS-495-365

8804027 GAS,NAD,125VA,+2.00MOR HONEYWELL VP-2 & 3 / WHK-2 / WHKE 950-2080
GFS3496-4046
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